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(57) Abstract: The invention relates to a building component for forming floor and/or wall coverings, for example tile or parquet 
r-H floorings. According to said invention, the inventive building component comprises a support layer (1) and a layer (2) which is 
connected thereto and consists of at least one coating element (3) forming a floor or wall surface. Said building component also 

IT) 

comprises a device (7, 8) for connecting similar building components applied to a floor or a wall. Said support layer (1) is preferably 
2 connected to the coating element (3) by means of an intermediate layer (4) which is foamed or sprayed on the support layer (1) and 
on the building component. 

in 

(57) Zusammenfassung: Die Erfindung betrifft ein Bauelement fur die Herstellung von Boden- oder/und Wandverkleidungen, z.B. 
Fliesen- oder Parkettboden. GemaB der Erfindung weist das Bauelement eine Tragerlage (1) und eine mit der Tragerlage verbundene 
Lage (2) aus wenigstens einem eine Boden- oder Wandoberflache bildenden Verkleidungselement (3) auf. Femer sind Einrichtungen 
Q (7,8) zur Verbindung mit weiteren, auf einem Boden oder einer Wand verlegten solchen Bauelement vorgesehen. Vorzugsweise ist 
die Tragerlage (1) iiber eine Zwischenschicht (4) mit dem wenigstens einen Verkleidungselement (3) verbunden, wobei die Zwi- 
schenschicht an die Tragerlage (1) und das wenigstens eine Verkleidungselement angeschaumt oder angespritzt ist 
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